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Safety Instructions
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This product contains a light source of energy efficiency class F.

Lahm
矩形

Lahm
矩形

Lahm
椭圆形

Lahm
椭圆形



G H

I J

K

not incl.
2x AAA batteries
(DC 1.5V)

+ -

-+

+ -
Darker

ON

ON

OFF

OFF

LM

CCTCCT

LM

SETUP

LM

SETUP

LM

CCT CCT

on

ON

OFF

LM

CCT

CCT

LM

SETUP

10m
<3s

Code Matching
Short press the "SETUP" key twice within 

3S after power supply ON, the light flashes 
2 times, then the code matching is success
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Code matching & Code clearing

Moonlight
(lowest brightness with warmwhite)

All light on

All light off

Hiermit erklärt Paulmann Licht, dass der 
Funkanlagentyp Art.-Nr:. 789.44/ 789.45 der 
Richtlinie 2014/53/EU entspricht. 

Der vollständige Text der EU-
Konformitätserklärung ist unter der folgenden 
Internetadresse verfügbar: www.paulmann.com/ce

Funk-Frequenz :2.4GHz-2.4835GHz  Abgestrahlte 
Energie :10mW

doesn't apply for the geographical area within a radius of 20km from the centre on "Ny Alesund"

Zugelassen für den Betrieb in allen Ländern der  EU / Approved for operating in all European countries

CE: Konform mit / in accordance with / conformement a 2014/30/EU, 2014/53/EU http://
www.paulmann.com/de/de/b2b-haendler-log-in.html
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Code Clearing

Long press the "SETUP" key 1 time within 
3S after power supply ON, the light flashes 
4 times, then the code clearing is success
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